AMENDMENTS TO THE SPECIFICATION 

Please replace paragraph [0048] with the following rewritten paragraph: 

Cup holder 20 includes a clip 21 for attaching cup holder 20 to a shopping cart. Clip 21 
is shaped to fit over the edge of a wall of a shopping cart and retain cup holder 20 in a given 
position. Clip 21 has a resilient arm 24 that can elastically deform a short distance away from a 
bedy sidewall 23 of cup holder 20. Resilient member 24 can apply spring force to the wall of the 
shopping cart on which it is placed to retain cup holder 20 in position. Clip 21 also includes a 
vertical support member 25 for supporting cup holder 20 and a beverage container filled with a 
beverage. Once a full beverage container is placed in cup holder 20, a supporting force is carried 
by vertical support member 25 cooperating with a top edge of the wall of the shopping cart. 
Accordingly, vertical support member 25 and resilient member 24 cooperate to retain cup holder 
20 in position when loaded with a full beverage container. 

Please replace paragraph [0054] with the following rewritten paragraph: 

Referring now to Figo. 10 12 Figs. 9-12 . an embodiment similar to that of Figs. 5 9 Figs. 
5-8 is shown as a cup holder 90. Cup holder 90 has a protrusion 97 and a hook 98 arranged near 
a top rim of a ring 91 to assist in retaining a beverage containe r, the protrusion 97 forming a 
recess. It is often the case that beverage containers are in the shape of a cup with a lip portion 
that has a greater diameter than the cup itself. Accordingly, when such a beverage container is 
placed in cup holder 90, the hook and the recess of protrusion 97 can receive the cup lip . In this 
way, the cup lip can cooperate with protrusion 97 and hook 98 to contribute to retaining the 
beverage container in cup holder 90. This arrangement permits cup holder 90 and the beverage 
container to be moved when cup holder 90 is grasped by a handle 93 and transported without the 
beverage container moving relative to cup holder 90. Accordingly, protrusion 97 and hook 98 
contribute to the stability of the arrangement of cup holder 90 and the retained beverage holder. 

Please replace paragraph [0058] with the following rewritten paragraph: 

Referring now to Figs. 18-21, a cup holder 180 is illustrated. Cup holder 180 has a clip 
181 for retaining cup holder 180 on a shopping cart wall. Clip 181 is attached to a ring 182, 
which serves as a structural member for supporting cup holder 1 80 and a beverage container 
inserted into cup holder 1 80. Ring 1 82 is cylindrical in shape to match a shape of a beverage 
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container and retain the container in cup holder 1 80 accordingly. Ring 1 82 includes a flat 
portion 189 that serves to decrease the cross-sectional area of ring 182. When a typical beverage 
container is placed into cup holder 180 through ring 182, the round sides of the beverage 
container are compressed by flat portion 1 89 to contribute to containing the beverage container 
in cup holder 1 80. Cup holder 180 includes two vertical legs 183 that extend from ring 182 to 
support an annular shaped ring 184. Ring 184 provides even and distributed support for a 
beverage container retained in cup holder 180. 

Please replace paragraph [0060] with the following rewritten paragraph: 

Referring now to Figs. 22-25, another embodiment of a cup holder 220 is shown. Cup 
holder 220 includes a clip 221 for attaching cup holder 220 to a shopping cart. Clip 221 is 
shaped to fit over a handle 223 of a shopping cart and retain cup holder 220 in a given position. 
Clip 221 has a top member 224 that can fit snugly over a comer section of handle 223. Member 
224 is attached to cup holder 220 and is shaped in an arc concentric with a basket 225. The 
shape of member 224 retains basket 225 in an upright position when attached to handle 223 . A 
bottom member 226 cooperates with top member 224 to encircle handle 223 and provide a rigid 
support for cup holder 220. Top and bottom members 224, 226 are affixed together with a screw 
227 that also securely fastens cup holder 220 to handle 223. Bottom member 226 includes a 
cylindrically shaped screw guide 222 on an iimer curved portion of bottom member 226. Screw 
227 is inserted into guide 222, and abuts against guide 222 to provide one end of a fixation 
mechanism for cup holder 220. Screw 227 projects into a screw receptacle 228 positioned in a 
cooperating location on top member 224. Screw receptacle 228 projects slightly into an interior 
of basket 225. An opening 229 in bask e t 25 basket 225 provides a cutout section to receive 
guide 222 when top member 224 and bottom member 226 are secured together. Once screw 227 
is screwed into screw receptacle 228, cup holder 220 is fastened to handle 223 through top and 
bottom members 224, 226. It should be apparent that any kind of securing device or mechanism 
can be used to couple cup holder 220 to handle 223, as long as basket 225 is maintained in an 
upright position on handle 23. 
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